B100 B100O0 Series Low Presst

The B100 Series ensures that tanks and vessels are kept safe
during periods of excessive pressure and vacuum caused by
filing and emptying of product and changes in temperature due
to climatic or external fire sources.

OPEN VENT

B100 Series Weight loaded Open Vent Pressure &
Vacuum Relief Valve
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g7(200mm) OVER 0% [1200 2030 2800 4560 6431 7631 | B85 1085 1535 2420 3424 3750 - Open or Closed vent available
50% | 1870 3110 4022 5052 9820 11649| 1173 1856 2617 4156 G785 6410 . Standard Pressure settings + 2 mbarg to 100 mbarg
0% | 1822 2500 2eaz 5770 8120 oe7a| 800 1255 1280 2780 aeos 4203 . Standard Vacuum settings - 2 mbarg to - 60 mbarg
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50% |S081 4854 6800, G756 15400 18110] 1823 2000 4047 6423 6345 0697 . Standard body materlals — Aluminium, Carbon steel,
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12" ( 300mm) I?H"'EESHE J0% | 2857 4600 G455 10271 14440 17123 1548 2440 3450 5480 7608 8448 . Standard trim material — Stainleas steel
sO% | 4448 7000 0G4 15650 22100 26200 2643 4150 5888 0230 12090 14210 % Bisoliagmm malterial - Een
. Removable seats
. Standard full form flanges - ANS| / DIN
. Lightweight design
. MNon standard applications - Consult factory
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FEATURES

Low cost maintenance

Lightweight design provides easy handling whilst
iNnterchangeable components ensure standard parts are
easily replaced.

Testing / Quality
All products are factory tested and fully certified.

Self Draining
All products are designed so that any condensate drains
away from all seating areas.

Low leakage
Standard seating design ensures minimum leakage of less
than 1 scfh at 90% of set pressure.

Internal Parts
Internal parts are stainless steel as standard. Non standard
materials available upon reguest.

Connections
All valves are supplied with full form flanges to meet individual
requirements. Other connections are available upon reguest.

Non Standard Applications

There are numerous options available for special
applications. Exotic materials such as Hastelloy, monel and
various plastics can be offered to suit the most hazardous of
environments. Special coatings can be applied for extreme
service. For low temperature duties, internal parts can be
PTFE coated to prevent seizure.

See separate section in catalogue.

* All products are subject to continuous development and

subsequently 3B Controls reserve the right to change specifications
outlined in this catalogue without notification.
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MATERIALS
Body Diaphragm
Aluminium FE.P
Carbon Steel Others consuit factory
Stainless Steel
Internals Flanges
ANSI 125 ANSI 150 RF
Stainless Stee| DIN Standard flanges

DIMENSIONS
NOM SIZE A B C D
50 (2") 54 250 453 230
80 (3") 84 287 498 264
100 (4") 108 330 548 304
150 (6") 161 380 603 350
200 (8") 211 437 663 402
250 (10") 255 503 729 462
300 (12") 305 578 802 531
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